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Contents of Package
The Multi-Converter package contains the following items:
> One (1) “Multi-Converter” Device
> One (1) USB Cable
> One (1) Installation CD with the Multi-Converter utility
> One (1) Quick Start Guide for the “Multi-Converter” (the copy
which you are currently holding).
“Multi-Converter”
device (1 pc)

Installation CD
(1 CD-ROM)

USB cable
(1 pc)

Quick Start Guide
(1 pc)

The CD also contains an extensive manual in PDF format.
Acrobat Reader must be installed on your PC in order to view
and print this file.
In case not, please install it from the CD.

If you want to connect the
Multi-Converter device to a Serial
COM Port, you have to purchase
a serial cable and an AC Adaptor.
These accessories can be found
at any electronics or computer
store and their specifications are:
1.Serial cable.
This is standard serial 9-pin
male/9-pin female cable.
Due to high baudrate used we
recommend length to be limited
to max 3 meters. (Baudrate used
on serial RS232 is 115.2 kb)
2. AC adaptor.
Specification for this device is:
Input: according to local mains
voltage Output: DC 9 Volt
nominal 250 mA minimum
output current.
Connector: Round DC plug 2.1
mm. + centre - outside.
Typical devices are 9 VDC
300mA.
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System Requirements
> PC with PENTIUM II or faster processor
> Windows OS: Windows 95/98/2000/ME/XP
> 64MB of RAM (128MB or more recommended)
> CD-ROM Drive
> 10MB (or more recommended) of available hard-disk space
for installation
> Color standard (640x480 pixels, 16 colors) VGA adapter connected
with a color VGA monitor (1024x768 pixels; 65.000 colors recommended)
> Microsoft compatible mouse
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Setting up the device
Please follow the steps described below in order to set up the device:
1. Unpack the Multi-Converter package and locate the device.
2. Locate the USB cable from the package. Connect the cable to the
device and then to a free USB port, with the computer turned off.
3. Turn on the computer.
4. Check now whether one of the leds is on. The Multi-Converter will
do a power on self-test. The results of this test are displayed on the
leds. The first led will flash and then the other will follow.
5. When Windows start, insert the Installation CD.
6. The Autoplay Wizard will automatically prompt you to proceed
to the software installation. Click on “Cancel” to continue with
the installation of the USB drivers.
7. The device will be detected automatically and the “Add New
Hardware Wizard” will come up. Click “Next”.

If you do not have any free USB
ports on your computer,
you can use a USB hub,
a device that connects
to a USB port and makes more
USB ports available.
This device can be bought
from any electronic
or computer store.
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8. Select “Install the hardware that I manually select from the list
(Advanced)” and press “Next”.

9. On the next screen that comes up click on the “Have Disk…” button.
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10. By browsing the CD, select the folder D:\USBDRIVERS where the
USB drivers are located.

11. When the Microsoft message comes up, select “Continue Anyway”.
12. The procedure ends and the device is installed.
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Installing the Multi-Converter Utility
Please follow the steps described below in order to install
the Multi-Converter Utility:
1. Turn on the computer
2. Insert the Installation CD included in the package
3. The Installation Dialogue will come up automatically. If it does not
start, go to My Computer -> CD Rom Drive (where the CD
is mounted, e.g. D:) and double-click on setup.exe
4. Follow the steps as instructed by the setup screens
5. A shortcut icon will be set on your desktop, from where you can start
the Multi-Converter Utility

The Multi-Converter is fully compatible with all popular
Windows platforms, Windows 98 ®, Windows NT ®, Windows 2000 ®, Windows ME ® and Windows XP ®.

 | Quick Start Guide | Installing the Multi-Converter Utility

How to read designs
from an embroidery card
1. With the device plugged into your computer,
start the Multi-Converter utility
2. Insert the card that you want to read from, into the corresponding
slot. Each slot reads specific types of embroidery cards:
Slot A : Singer (XL-100, XL-1000)
Slot B : Pfaff, Bernina Artista, Fairyland
Slot C : Janome, Elna, New Home, Kenmore
Slot D : Brother, Bernina Deco, Babylock, Husqvarna, Viking
3. Press the “Read Card” button from the main menu

4. When the “Read Card” box appears, press “Browse”
and set the
directory where you want the design files to be saved from the card,
and also the prefix name that you want and press “Save”
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5. Then, press the “Read Card” button
or the “Read” button

from the toolbar

from the low right corner

6. When the reading process ends, all the design files from the card
will be saved in the selected directory, where they can be accessed
anytime

7. If you want to transfer a file directly to an embroidery software
(e.g. Stitch & Sew), select the file from the directory box and press
the “Transfer”

button from the toolbar
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How to write designs to an embroidery
card or other storage media
1. With the device plugged into your computer,
start the Multi-Converter utility
2. Insert the card that you want to write to, into the corresponding slot.
Each slot writes to specific types of embroidery cards:
Slot A : Singer (XL-100, XL-1000)
Slot B : Pfaff, Bernina Artista, Fairyland
Slot C : Janome, Elna, New Home, Kenmore
Slot D: Brother, Bernina Deco, Babylock, Husqvarna, Viking

3. Press the “Write Card” from the main menu

4. Press the “Add” button
in order to select the design files
that you want to write to the embroidery card or to other
storage media
5. In the window that comes up you can select the directory and the
files you want to write to the embroidery card or the other storage
media. There is also a preview box so that you can view the designs
before you choose

You can select design files of
different formats at the same
time (.xxx, .dst etc.). They will
be written in the card and
they will be readable by the
embroidery machine without
any problems
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6. If you want to delete a file from the ones you added to your catalog,
select the file and press the “Delete” button
.
If you want to delete all the files you added to your catalogue press
the “Delete All” button
If you want to write to a rewritable embroidery card:
7a. When you finish adding design files, select the type of the embroidery machine where you will use the card

If the rewritable embroidery
card that you inserted in the
Multi-Converter device
contains design files already,
those files will be overwritten

8a. Then, press the “Write” button from the toolbar
the one on the low right corner of the window

or alternatively
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If you want to write to other storage media:
7b. Press the “Send To” button from the toolbar

or alternatively

the one on the low right corner of the window
The following window will come up:

.

8b. From the menu above, select the type of media you want
to write the files in
The first option “Backup to removable storage” will backup
to any removable device
is specified in the Settings
e.g. floppy disk or SmartMedia
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My Notes
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